Neit Technologies Inc.

Data Logging Report

...the emission control authority

Application:

Caterpillar 966G

Logging Period

01.02.08 13:32:45

to

15.02.08 06:03:41

Data Logger S/N:

Temperature Analysis

Ignoring Temperatures Below 100 °C)

Pressure Analysis (Ignoring 0 mbar Pressures)

Average Maximum % >250°C | % >300°C | % >350°C Average Maximum % > 25 mbar | % > 35 mbar | % > 50 mbar
301°C 400°C 86.4% 81.6% 55.7% 28.6 mbar | 64.9 mbar | 81.0% 56.8% 23.5%
Temperature Histogram
Idling/Shutoff Data Removed
5000 ———==g— 100%
4500 -+ KH\‘\O\‘\ + 90%
4000 80%
£ X v
a 3500 70% 5
o £ | ao, 89
5:@3000 60% 3
= £ 2500 50% £ 3
[SENe] (=
$ & 2000 | —40% F @
3 ] a
g 1500 30% o
L 1000 20%
500 + + 10%
0 — | H m]| \: oo+ 0%
120 150 175 200 225 250 275 300 325 350 375 400 425 450 475 500 525 550 600
Temperature (°C)
Less Data Hide Data Below: 120°C More Data
K D
Temperature Histogram
All Data
5000 — 0-\ + 100%
4500 N 90%
4000 + \’\ 1 80%
© —~——
b1 (]
8 3500 \K\ 70% 5 _
.- T O
S 3000 + \0\ - 60% 2
2 25
> .E 2500 + -~ 50% £ 3
o 0 [
S & 2000 40% F @
=} ] a
8‘ 1500 + - 30% ©o
= [
L 1000 20%
500 + + 10%
o Lul F———————+————¢ 1 0%
120 150 175 200 225 250 275 300 325 350 375 400 425 450 475 500 525 550 600
Temperature (°C)
Less Data Hide Data Below: 120°C More Data
K D







